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Fluval 06/07 Canister Filter  

Maintenance Checklist 

This maintenance checklist can be used to perform the needed maintenance on your Fluval 06/07 canister filters (as 

recommended by the Fluval User Manual). The maintenance is necessary to prevent sudden failure or reduced 

performance. Just print this out & tape to your filter. 

The months that are clear white are when the maintenance needs to be done. Some needs to be done monthly, some 

semi-annually, and some yearly. Write the date of maintenance in the box when the maintenance is done. 

To purchase the Fluval Media & Parts that need to be maintained, go to: MarineAndReef.com/Fluval 
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DATE MAINTENANCE PERFORMED 

            

Replace Carbon & Quick-Clear Pads             

Replace Ammonia, Phosphate and Nitrate Pads (if using)             

Check & clean Impeller             

Check & clean Bio-Foam, Bio-Foam+, & Bio-Foam Max.             

Rinse BioMax with aquarium water.             

Clean and lubricate Motor Head Gasket and Impeller Cover             

Replace the Bio-Foam, Bio-Foam+, and Bio-Foam Max.             

Replace half the BioMax & rinse the other half of the  BioMax  
with aquarium water 

            

Check & clean the Intake Stem/Strainer.             

Clean and lubricate AquaStop O-ring Gaskets             

Check & clean Ribbed Hosing             

Replace Impeller             

Replace Motor Head Gasket             


